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CAIRE
FreeStyle Comfort

Portable Oxygen Concentrator
with autoSAT®
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FreeStyle Comfort Fundamentals
Experience in developing mobile systems for LTOT

A new solution for ease of mobility

Since more than 25 years, AirSep, the
inventor of Portable Oxygen
Concentrators, and Caire, the leading
manufacturer of Liquid Oxygen
equipment, are committed in
developing systems for the mobility
of patients under Oxygen Therapy.

Their joint expertise has now resulted
in FreeStyle Comfort, which carries
the best features from their devices.

FreeStyle 5

5 settings allowed 
to treat patients
with higher flow

rates needs

FreeStyle

Its 2,3 kg weight
facilitated the mobility
of patients, improving 
their quality of life

Eclipse

autoSAT® provides 
constant bolus, 

regardless of the 
breath rate, for the 

best saturation in 
mobility

An exclusive barrier 
sieve guard 

protects beds from 
moisture entrance 

and extends 
their life

Stroller

The ergonomic case
designed to fit the 
body of the patient
makes this portable
unit very comfortable 
to carry

Oxygen
Mobility

Reliability



FreeStyle Comfort
Product View

Light
Compact

Ergonomic



FreeStyle Comfort v2
New Key Features

FreeStyle Comfort

FreeStyle Comfort v2



FreeStyle Comfort
Key Features

Long battery life

The 8-cell battery lasts from 2 to 8 
hours.
An optional 16-cell battery is available 
to double the autonomy.

O2 for proper saturation

5 settings, up to 1.050 mL O2 per 
minute and the Autopulse function 
ensure the mobile patients get the 
oxygen they need when they need it.

Reduced maintenance

The robust design of the sieve beds 
doesn’t require frequent 
replacements and offers a 3 year 
warranty.
Gross particle filters easily accessible by 
the patient for weekly cleaning.

Only 2,3 kg

One of the lightest POCs in the market, 
it weighs only 2,3 kg with the standard 
8-cell battery and 2,7 kg with the 
optional 16-cell battery.

Connectivity

Bluetooth Capability will be available 
for connection to the exclusive 
CAIREview telehealth integrated system 
as of Q3 2018.

The most comfortable

Raise your expectations and 
experience the ergonomics of the 
body-skimming, curved silhouette, and 
easy-touch keypad with visible battery 
life icon.



FreeStyle Comfort
Key Features and Upgrades

Lower battery drain

The smart-battery will have a much 
lower drain when connected to the 
switched off device; then the patient 
will find the battery ready for use even 
after a few days. 

Quiet

The sound has been significantly 
reduced to 40 dB at setting 2, now 
comparable or even lower of the most 
popular devices currently available in 
the market.

Waterspill resistant

No bag required to meet IP22 
standard.

Robust design

Critical components have been tested 
in Highly Accelerated Life Test (HALT) 
and Highly Accelerated Stress Screen 
(HASS) conditions, unique, product 
reliability testing methods, to easily 
meet design life requirements of more 
than 5 years (>4000hrs).

Long lasting sieve beds

Sieve in the Freestyle Comfort is a 
higher nitrogen adsorption sieve than 
what is used in the F3/F5.  This allow 
for a longer lasting sieve condition.
Sieve beds feature a unique barrier 
guard that prolong their life from 
moisture ingress.

Large LCD

Large fonts and graphics in a clear 
display are the best interface for easier 
viewing.
Graphic alarm displays makes alarm 
conditions easier to read



FreeStyle Comfort v2
New Key Features

4th button

A 4th button in the keyboard for easy 
access to the menu of some new and 
unique features.

autoSAT®

Similarly to our Eclipse 5, the FSC v2 
will have the autoSAT® Technology for 
the supply of oxygen based on the 
bolus size. The units will ship with 
autoSAT® turned on as the default, 
but it can be turned off if needed. 
CAIRE’s autoSAT® Technology helps 
maintaining a consistent FiO2 by 
adjusting the device to meet the 
patient’s changing respiratory rate. 
autoSAT® adjusts the oxygen 
concentrator performance to 
guarantee the prescribed amount of 
oxygen is delivered with each breath to 
the patient whether they are at rest or 
exercising.

FAA mode

Easier and user-friendly access to turn 
FAA mode on/off is now possible, 
instead of previous difficult sequence 
of “+” and “-“ buttons.

Ultra-sense technology

The sensitivity to trigger has been 
improved vs. previous versions 
becoming a very responsive device. 
Moreover, the sensitivity is now 
adjustable (1-5), with a default setting 
of 3 and 5 being the most sensitive.

Battery cycle display

The device will measure battery cycles 
for any battery connected to the POC.

Green light indicator

A green spot on display will show 
when patient triggers the unit.

Hours run time

The total hours of operations can be 
easily retrieved and displayed on the 
upper screen of the unit. 500 
charge/discharge cycles on battery 
expected life



FreeStyle Comfort v2
Flow Modes: Continuous Flow

time

O2 LPM



FreeStyle Comfort v2
Flow Modes: Pulsed/Fixed Minute Volume

1  min time

O2 X



FreeStyle Comfort v2
Flow Modes: Pulsed/Fixed Minute Volume 

Fixed Minute Volume (mL)
Breath 
Rate 1 2 3 4 5

15 14,0 28,0 42,0 56,0 70,0
20 10,5 21,0 31,5 42,0 52,5
25 8,4 16,8 25,2 33,6 42,0
30 7,0 14,0 21,0 28,0 35,0
35 6,0 12,0 18,0 24,0 30,0
40 5,3 10,5 15,8 21,0 26,3

16 mL O2 ~ 1 LPM *
Setting 5: 1.050 mL O2; 

• 70 mL O2 @ 15 BPM ~ 4,4 LPM
• 52,5 mL O2 @ 20 BPM ~ 3,3 LPM
• 42 mL O2 @ 25 BPM ~ 2,6 LPM
• 35 mL O2 @ 30 BPM ~ 2,2 LPM

* The above relationship is intended only as a generic reference with no precise clinical equivalence; 
setting to be recommendably confirmed by 6MW test.



FreeStyle Comfort v2
Flow Modes: autoSAT® Technology

time

O2 mL

Fixed Bolus
Stable FiO2

Better Saturation



FreeStyle Comfort v2
Flow Modes: autoSAT® vs. Fixed Minute Volume 

autoSAT® (mL)
Breath 
Rate 1 2 3 4 5

15 10,5 21,0 31,5 42,0 52,5
20 10,5 21,0 31,5 42,0 52,5
25 10,5 21,0 31,5 42,0 42,0
30 10,5 21,0 31,5 35,0 35,0
35 10,5 21,0 30,0 30,0 30,0
40 10,5 21,0 26,3 26,3 26,3

Fixed Minute Volume (mL)
Breath 
Rate 1 2 3 4 5

15 14,0 28,0 42,0 56,0 70,0
20 10,5 21,0 31,5 42,0 52,5
25 8,4 16,8 25,2 33,6 42,0
30 7,0 14,0 21,0 28,0 35,0
35 6,0 12,0 18,0 24,0 30,0
40 5,3 10,5 15,8 21,0 26,3

Fixed Bolus
Stable FiO2

Better Saturation



Light
Quiet

Powerful
Flexible
Efficient

FreeStyle Comfort
Specifications



Light
Quiet

Powerful
Flexible
Efficient

FreeStyle Comfort
Specifications

FreeStyle Comfort FreeStyle FreeStyle 5

Dimensions 25.4 x 18.5 x 7.9 cm 21.8 x 15.5 x 9.1 cm 27.2 x 16.8 x 11.2 cm

Weight 2.3 kg 2.2 kg 3.0 kg

O2 Output 
Setting

Setting 1: 210 mL/min
Setting 2: 420 mL/min
Setting 3: 630 mL/min
Setting 4: 840 mL/min
Setting 5: 1050 mL/min

Setting 1: 227.5 mL/min
Setting 2: 420 mL/min
Setting 3: 500 mL/min

Setting 1: 227.5 mL/min
Setting 2: 420 mL/min
Setting 3: 630 mL/min
Setting 4: 840 mL/min
Setting 5: 1000 mL/min

Battery Life

Setting 1: 8 hours
Setting 2: 4 hours
Setting 3: 3 hours
Setting 4: 2.25 hours
Setting 5: 2 hours

Setting 1: 6.5 hours
Setting 2: 3.5 hours
Setting 3: 3 hours

Setting 1: 4.25 hours
Setting 2: 2.5 hours
Setting 3: 1.75 hours
Setting 4: 1.5 hours
Setting 5: 1.25 hours

Battery 
Recharge 
Time

8-cell: 3.5 hours
16-cell: 6 hours 4÷5 hours 4÷5 hours

Sound Level 40 dB(A) at setting 2 41 dB(A) at setting 2
44 dB(A) at setting 3

43 dB(A) at setting 2
51 dB(A) at setting 5
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FreeStyle Comfort
Alarms

Battery
Temperature

Pressure
No Breath

Concentration
Flow Rate



Concentrator
 AS200-2, FreeStyle Comfort w/8 cell battery
 AS200-202, FreeStyle Comfort w/2x8 cell batteries
 AS200-102, FreeStyle Comfort w/1x16 cell batteries

The concentrator comes supplied with carrying bag, AC 
power supply and DC cord. 
3 years warranty device and sieve beds; 1 year batteries

Accessories
 Lithium Ion 8 cell battery
 Lithium Ion 16 cell battery
 Desktop Charger
 AC Power Supply (Brick and Cord)
 DC Power Cord  (Cable with Car outlet)
 AC Input Cable (Cord for PW036-1S)
 Soft Concentrator Carry Bag
 Backpack
 Accessory Bag

Spare Parts
 Sieve Beds
 Compressor
 Circuit Board
 Manifold Assembly & Waste Valves
 Manifold Assembly – Product
 Product Tank Assembly
 Muffler Assembly
 Interface Data Kit

8 cell battery

16 cell battery

Desktop charger

DC power cord

AC power cord

FreeStyle Comfort
SKU Availability
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Patient

 Peace of mind with technology 
that ensures patients get the 
oxygen they need when they 
need it.

 Travel light with one of the 
lightest 5 pulse portable oxygen 
concentrator on the market. 

 Raise your expectations and 
experience the ergonomics of 
the body-skimming, curved 
silhouette, and easy-touch 
keypad with visible battery life 
icon.

 Oxygen should be affordable 
and not sacrifice quality.

Clinician

 Ensure stable bolus and FiO2 and 
grant the better saturation 
regardless of breath rate with the 
autoSAT® Technology.

 Reduce anxiety and increase patient 
compliance with a device that is 
more comfortable to wear and easy 
to understand and operate.

 With sensitive breath detection and 
Bluetooth connectivity, the 
FreeStyle Comfort offers clinical 
benefits for today and offers room 
to grow in treatment options. 

 Prescribe the oxygen therapy 
device that offers the greatest 
opportunity to help your patient 
resume and re-connect to life. 

Provider

 Cover the bulk of your new oxygen 
therapy patients with one device 
equipped with the most sensitive 
breath detection. 

 Bluetooth technology for remote 
troubleshooting and asset 
tracking

 Sieve beds with closed system and 
a 3-year warranty with reduced 
parts pricing.

 Enjoy increased referrals with a 
product patients will ask for by 
name.

FreeStyle Comfort
Targeting - Audiences and Messages



Competitive Landscape
Summary of Main Strengths

Closed sieve beds and outstanding 3 year warranty/lower TCO

Connectivity and telemedicine-ready

Ergonomic and higher comfort during mobility

autoSAT® and better saturation

Multicolor display+buttons and patient-friendly interface



Are the beds user replaceable?  
• No

Can the unit be cleaned with an industrial dishwasher? Is there a temp limit for the cleaning solution?
• No, this would damage the electronic components.

Can the carry bag be dry-cleaned?
• Yes

Can compressed air be used to clean dust out of the unit?
• Medical grade air, canned air dusters, or dry nitrogen gas can be used.

What are the recommended cleaning agents and disinfectants for the exterior of the device (medi-cide, 
Lysol, 10% bleach, etc.)? What is the provider procedure for disinfecting the unit between patients? (Many 
companies change out the product filter between patients regardless if it is dirty or not)

• See “Cleaning/Disinfecting between Patients” slide

Can crumbs/dust get into the creases of the sieve beds?
• The unit is compliant with all water ingress testing and other requirements of the relevant standards.

FreeStyle Comfort
FAQs



8-cell and 16-cell battery expected lifespan (expected number of charge/discharge cycles or lifespan in 
years)?

• 500 charge/discharge cycles

Is it less weight per hour of use to carry two 8-cell batteries vs one 16-cell battery?
• No, 16 cell battery is two 8 cell batteries combined in one plastic housing so it is slightly lighter 

than two 8’s. However, this difference is minimal and ultimately comes down to customer 
preference; the runtime for one 16 or two 8’s is the same.

Will the production beds be polished or have another finish on them to look cleaner?
• They will be cleaned but the surface finish you see will be the final appearance.

Where is the product filter located? What is the micron rating of this filter?
• Product filter is located behind the O2 outlet barb. Particle filtration efficiency is 99.11% at 1.0 µm 

(This filter is not a HEPA filter*). This filter meets ISO Class 5 level as specified in ISO/DIS 14644-
1:2010. Table 1. This filter is designed to last the life of the unit but can be changed as needed. –
*HEPA filtration defined as removing 99.97% of particles that have a size of 0.3 µm.

What size are the small screws on the Comfort (on the battery compartment and on the sieve beds)?
• # 8 torx (sieve bed screws will not be present on production models)

Will each unit come with spare inlet filters (like the Eclipse) or only the two screen filters installed on the 
unit?

• Only two screens, since they are to be washed and not replaced

FreeStyle Comfort
FAQs



Altitude limit?
• 3.048 m./ 10,000 ft

Does the unit have alarm codes or ways to differentiate different alarms?
• Unit has alarms for: High Temperature, Low Temperature, Low O2,  Breath Rate exceeded,  No 

breath detected, Low Battery, and Dead Battery.

Max cannula length?
• 7,6 m – This is a MAX length

How to put the unit into test mode?
• Hold down the + and – buttons for 10 seconds to enter test mode. Turn off unit to exit test mode. 

Can also enter test mode using the data interface cable via a PC or laptop.

FreeStyle Comfort
FAQs
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